
TYPICAL WALL
INTERIOR GYPSUM BOARD
STEEL STUDS W/BATT INSULATION
EXTERIOR GYPSUM BOARD
DUPONT     TYVEK â STUCCOWRAP â
DUPONT     TYVEK â 
WIRE LATH
SCRATCH COAT
BROWN COAT
FINISH COAT

DAMP PROOFING
WEEP SCREED

TYPICAL WALL
INTERIOR GYPSUM BOARD
STEEL STUDS W/BATT INSULATION
EXTERIOR GYPSUM BOARD
DUPONT     TYVEK â STUCCOWRAP â
DUPONT     TYVEK â 
WIRE LATH
SCRATCH COAT
BROWN COAT
FINISH COAT

TM

TM

WEEP SCREED

TM

SEAL BOTTOM USING 
3" DUPONT     TYVEK â TAPE

SEAL BOTTOM USING 
3" DUPONT     TYVEK â TAPE

DUPONT     FLASHING PRODUCTS 
IF NECESSARY PRIME SUBSTRATE 
BEFORE APPLYING FLASHING

TM

DUPONT FLASHING PRODUCTS 
IF NECESSARY PRIME SUBSTRATE 
BEFORE APPLYING FLASHING

· SEAL ALL DUPONT TYVEKâ  SEAMS AND REPAIR MINOR HOLES  
  WITH DUPONT TYVEKâ  TAPE.
· FASTEN DUPONT TYVEKâ  WITH APPROVED FASTENERS AND 
  SPACING.
· INTERIOR VAPOR RETARDER MAY BE REQUIRED IN SOME  
  REGIONS.
· LOCAL LAWS, ZONING, AND BUILDING CODES VARY AND 
  THEREFORE GOVERN OVER MATERIAL
  SELECTION  AND DETAILING SHOWN ABOVE.

TM

CAP STONE

STANDARD BRICK
FLEMISH BOND

PATIO PAVER
BRICK

GRADE

4" COMPACTED SAND LAYER

EXTERIOR CARRIAGE DOOR BY OTHERS
SPECIFICATION: (2) 3'-6" X 7'-0" SOLID CORE
PANELED DOORS W/ 8 LITES, ASTRAGAL &
CARRIAGE HARDWARE

PREFABRICATED 
BALCONY

BALCONY BY OTHERS:
INNOTECH 
MANUFACTURING, LLC
STEEL MESH 
CONSTRUCTION
KNEE BRACED
STEEL RAILING
MODULAR 4' DESIGN - 4 
SECTIONS

NOTE:

STRUCTURAL 
ENGINEERING
BY MANUFACTURER, 
INCLUDING
STRUCTURE AND 
ATTACHMENT
TO BUILDING

6'-
0"

8"
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PHOTODESIGN.NET
732 SANSOM STREET
PHILADELPHIA, PA

19106
215-629-0295

ARCHITECTURAL STAMP

SCALE: 1/2" = 1'-0"

PATIO WALL
SCALE: 1/2" = 1'-0"

OPTIONAL ROOF HATCH
SCALE: N.T.S.

2ND FLOOR BALCONY
SCALE: 1/2" = 1'-0"

STUCCO WALL DETAIL

CARRIAGE DOORS
SCALE: N.T.S.
POCKET DOOR DETAIL

SCALE: N.T.S.
FLUE CHASE DETAIL

SCALE: N.T.S.

SCALE: N.T.S.
INTERIOR WALL DETAIL

SHEETROCK NAILERS 
@16"0.C.

SHIMS (TYP.)

1/2" GYPSUM 
WALLBOARD

2" X 6" STUD (TYP.)

EXTERIOR 
SHEATHING

2" X 4" WALL FRAMING

BASEBOARD (TYP.)

MECHANICAL 
SPACE

DOUBLE 
TOP 
PLATE

2" X 4" STUD 16" 0.C.

BASEBOARD (TYP.)

1/2" GYPSUM 
WALLBOARD

STUCCO WALL DETAIL
SCALE: N.T.S.

SOLATUBE 160 DS (10") DETAILS
SCALE: N.T.S.

SOLATUBE 160 DS
(10 IN / 250 MM)
SELF-FLASHING
 HARD CEILING

LINER - 18 
GA. ALUM.

ONE POINT 
LOCKING UNIT

INSIDE PADLOCK 
PROVISION

PRESSURE 
INTENSIFIER

HOLD OPEN 
ARM VINYL GRIP

FRAME CURB - 11 
GA. ALUMINUM

CLEAR OPENING

HOLD 
OPEN ARM

ONE POINT 
LOCKING UNIT

HEAVY DUTY HINGE

PRESSURE 
INTENSIFIER

OUTSIDE PADLOCK 
PROVISION

1" RIGID FIBER 
INSULATION  

STRAPPED TO 
CURB

OUTSIDE  
HANDLE VINYL  
GRIP COVER - 11 GA.  

ALUMINUM

REINFORCING  
CHANNEL (TYP.)

1" FIBERGLASS  
INSULATION

EXTRUDED  
RUBBER GASKET

HEAVY DUTY  
HINGE w/ 3/8"  
PIVOT PIN

FRAME COVER -  
11 GA. ALUMINUM

3'-
11

"

4'-0"

36
" M

IN
.

7'-0"

7'
-0

"

10"

C
LE

A
R

 O
P

E
N

IN
G

CLEAR OPENING

NOTES:

(1) ALL MOUNTING HARDWARE TO BE SUPPLIED BY 
OTHERS. 
(2) FOR OPERATING EFFICIENCY, THE NUMBER OF 
PRESSURE INTENSIFIERS VARIES WITH THE SIZE OF 
THE HATCH.

4" 4"

7-1/2"

12"

2-1/4"

STUCCO - BASE OF 
WALL
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ROUGH FRAME HEADER

FRAME WIDTH = 2 X DOOR WIDTH + 1 3/4" HEADER CROSS SECTION

2 X 4 WALL

TOP VIEW

FASTENER
CEILING RING

EFFECT LENS

DIFFUSERDRESS RING

CEILING

FASTENING 
CLAMP

FLASHING

FASTENER

SEALANT

DOME RING SEAL

TUBE CLIP DOME RING

FASTENER

SPACER

SHOCK INNER DOME (OPTIONAL)
DOME

C

B

A

CEILING

NOTES:

 STRUCTURAL ELEMENTS (PLYWOOD, RAFTERS, DRYWALL ETC.1.
    BY OTHERS & SHOWN FOR REFERENCE ONLY.

 ALL TUBE JOINTS & SEAMS TAPED WITH 2" FOIL TAPE (NOT SHOWN).2.
 6" MIN CLEARANCE SHOULD BE MAINTAINED FROM ALL SOLATUBE3.

     COMPONENTS AND OTHER PLENUM COMPONENTS.

BOTTOM TUBE ANGLE
ADAPTER 0-30°

TUBE SCREW

TOP TUBE ANGLE
ADAPTER 0-30°

CEILING JOIST

EXTENSION TUBE

EXPANSION JOINT SEAL
ROOF RAFTER

LIGHT TRACKER 
REFLECTOR

FLASHING

FULL SECTION
SCALE 1:1

ISOMETRIC

DETAIL B 

DETAIL A DETAIL C 

CAP SHEET

ROOFING
MATERIAL

DOME EDGE PROTECTION
BAND (OPTIONAL)

WARM/WARM SOFTENING
EFFECT LENS (OPTIONAL)


