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PREFABRICATED NOTE:
BALCONY TYPICAL WALL
ELE%ETSSQE INTERIOR GYPSUM BOARD
BALCONY BY OTHERS: STEEL STUDS W/BATT INSULATION
INNOTECH IE?\IYC'\L"SB‘KIZACTURER' %sum BOARD EXTERIOR GYPSUM BOARD
MANUFACTURING, LLC STEEL STUDS W/BATT INSULATION DUPONT ™TYVEK a4 STUCCOWRAP 2
STEEL MESH STRUCTURE AND DUPONT ™TYVEK 4
CONSTRUCTION ATTACHMENT EXTERIOR GYPSUM BOARD WIRE LATH
KNEE BRACED TO BUILDING DUPONT TYVEK ? STUCCOWRAP a SCRATCH COAT
STEEL RAILING : | %PR%NLT ATLYVEK . BROWN COAT
MODULAR 4' DESIGN - 4 — - FINISH COAT
SECTIONS SCRATCH COAT
BROWN COAT
FINISH COAT
o DUPONT FLASHING PRODUCTS
IF NECESSARY PRIME SUBSTRATE
BEFORE APPLYING FLASHING
SEAL BOTTOM USING
. T————3"DUPONT TYVEK 4 TAPE
x— S e SN SEAL BOTTOM USING
DAMP PROOFING
0000 OOOOOQ T i/// 3" DUPONT ™TYVEK a TAPE
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v v v DUPONT* FLASHING PRODUCTS
_ STUCCO - BASE OF . IF NECESSARY PRIME SUBSTRATE
= WALL BEFORE APPLYING FLASHING
NN . SEAL ALL DUPONT TYVEK SEAMS AND REPAIR MINOR HOLES WEEP SCREED
|| WITH DUPONT TYVEK TAPE.
N . FASTEN DUPONT TYVEK WITH APPROVED FASTENERS AND
N SPACING. :
. INTERIOR VAPOR RETARDER MAY BE REQUIRED IN SOME
REGIONS.

2ND FLOOR BALCONY

- LOCAL LAWS, ZONING, AND BUILDING CODES VARY AND
THEREFORE GOVERN OVER MATERIAL
SELECTION AND DETAILING SHOWN ABOVE.
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DABEANGLE XPANSION JOINT SEAL
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CEILING—/ C)M 10"
FULL SECTION
SCALE 1:
NOTES:

1. STRUCTURAL ELEMENTS (PLYWOOD, RAFTERS, DRYWALL ETC.
BY OTHERS & SHOWN FOR REFERENCE ONLY.

2. ALL TUBE JOINTS & SEAMS TAPED WITH 2" FOIL TAPE (NOT SHOWN).

3.6" MIN CLEARANCE SHOULD BE MAINTAINED FROM ALL SOLATUBE
COMPONENTS AND OTHER PLENUM COMPONENTS.
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REVISIONS BY
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FLUE CHASE DETAIL

POCKET DOOR DETAIL
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INTERIOR WALL DETAIL
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