
TOP OF CHIMNEY

 3"

4" 

3 1/2"MIN. 

2"MIN. 

METAL FLANGE/SLEEVE (FULLY 

VENT UMBRELLA

THERMAL INSULATION,  
COVERBOARD AND ROOFING  
PLIES APPLIED TO DECK AS  
SPECIFIED OR REQUIRED

HEAT RESISTANT SEALANT AT  METAL 
JUNCTURE TO  MEMBRANE

HEAT RESISTANT  
SEALANT OR  WELD TO  

HOT PIPE OR FLUE

HOT PIPE ANCHORED 
AT  UNDERSIDE OF 

ROOF DECK

FASTENERS APPROX. 8" O.C.

POLYESTER REINFORCING  MEMBRANE

1" HEM AT TOP OF SLEEVE

WELD FLANGE TO SLEEVE

METAL HOOD WITH STAINLESS   
STEEL CLAMPING RING

1.19 % = 1/4" PER 1'-0"
SLOPE

ROOF JOIST

TAPERED FURRING

3/4" ROOF SHEATHING

5" RIGID INSULATION EDPM

TAPERED ROOF NAILER
3/4" PLYWOOD

CANT STRIP

EDPM ROOF MEMBRANE

FLASHING

COUNTER FLASHING

RESILIENT GASKET

A/C UNIT

1. 

FILLER BLOCK

BACKER BLOCK REQD.

TOP OR FACE
MOUNTED HANGER

DOUBLE JOIST HEADER

8"

8"

8"

8"

83
4"

1'-0"
10'-01

2" 10'-01
2" 10'-01

2"

SPLIT GLOBE TOP
FINIAL BY OTHERS

OPTIONAL LOCATION
FOR AC CONDENSER

PARAPET WALLFURNACE & GAS
FIRELPLACE VENTS

DRYER VENT

GUTTER & DOWNSPOUT
DRAINAGE SYSTEM

GRAVEL STOP
& SCUPPER

STEPPED PARAPET
WALL

STEPPED PARAPET
WALL

STEPPED PARAPET
WALL

OPENING FOR
FLUES

DOUBLE JOISTS

DOUBLE HEADERS

11-7/8" TJI FLOOR JOIST
SERIES 110 @16" O.C.

11-7/8" TJI FLOOR JOIST
SERIES 110 @16" O.C.

4'X8' 23/32" CDX PLYWOOD
OR 23/32" OSB W/CLIPS (TYP.)

TAPERED 2X8 (TYP.)
24" O.C.

THERMAL INSULATION, COVERBOARD 
AND ROOFING  PLIES APPLIED TO DECK 
AS SPECIFIED OR REQUIRED

BASE PLY

WOOD NAILERS INSTALLED  
WITH BOND  BREAKERS AND 

FASTENED AS SPECIFIED OR  
REQUIRED BY CODE   

PRIMED MASONRY SUBSTRATE 
ON  HEAT WELDED  FLASHING 
WITH WOOD SUBSTRATE

FASTENERS APPROX. 8" O.C.

FASTENER AND SEALING WASHER 
SPACED AS SPECIFIED  

METAL CAP

METAL JOINT COVER PLATE 6" WIDE MIN.  
SET IN TWO BEADS  OF SEALANT 

APPROX. 1/2" GAP
EDPM MEMBRANE DOWN OUTSIDE 

FACE OF SOLID MASONRY WALL AND 
OVERLAP BASE FLASHING MIN. 2" (5mm)

CONTINUOUS TAPERED  
WOOD SHIM

STAINLESS 
CLAMP  BY 

PORTALS PLUS

NOTE:  VENT STACKS AND OTHER PIPES SHOULD 
HAVE A  MINIMUM OF 12 INCHES OF CLEARANCE ON 
ALL SIDES  FROM  WALLS, CURBS, AND OTHER 
PROJECTIONS TO  FACILITATE PROPER FLASHING.  

COVERBOARD INSULATION

THERMAL INSULATION
ROOF DECK

EPDM ROOF MEMBRANE
EPDM LAP SEALANT

EPDM SPLICE ADHESIVE

BASE MEMBRANE ATTACHMENT 
REQUIRED FOR SPECIFIC SYSTEM

PORTALS PLUS EPDM  OR NEOPRENE 
PIPE BOOT

EPDM WATER CUT-OFF MASTIC 
BEHIND FLASHING

PLUMBING VENT 
STACK

2" ACCOUSTICAL 
FIBERGLASS  

INSULATION UNDER 
ENTIRE UNIT

ISOLATOR

WOOD 
NAILER

RIGID 
INSULATION

RIM JOIST

TJI 110 JOIST
TJI 210 JOIST

LVL BEAM

TJI JOIST
HANGER

SQUASH BLOCK

LOCATION OF OPT. 
ROOF HATCH
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PHOTODESIGN.NET
732 SANSOM STREET
PHILADELPHIA, PA

19106
215-629-0295

ARCHITECTURAL STAMP

SCALE: N.T.S.

1.19% SLOPE
1/4":1'-0"

ROOF PLAN
SCALE: 1/4" = 1'-0"

TJI JOIST SERIES 110  PLAN
SCALE: 1/4" = 1'-0"

ROOF SHEATHING & SECTION
SCALE: 1/4" = 1'-0"

TAPERED ROOF FURRING
SCALE: 1/4" = 1'-0"

PARAPET DETAIL TJI JOIST DETAILS

OPTIONAL AC ROOF CURB
SCALE: N.T.S.
VTR DETAIL

SCALE: N.T.S.
FLUE VENT DETAIL

SCALE: N.T.S. SCALE: N.T.S.
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SCALE: N.T.S.
TJI SYSTEM DETAILS

FLANGE 
WIDTH

THICKNESS 
REQUIRED

19/32"

23/32"

1"

1"

1-1/2"3-1/2"

2-1/2"

2-5/16"

1-3/4"

1-1/2"

VTR

VTR

VTR

VTRVTRVTR


